
• Lightweight - Weighs Slightly More Than a 2’ x 2’ Ceiling Tile
• Inconspicuous Front Accessible Volume Control (One-Way Only)

• Save time, Effort & Money – Get On & Off the Job Quickly
• Durable White Acrylic Baked Enamel Finish
• No Cutting Tiles, No Broken Tiles, No Mess
• Excellent Music & Voice Quality
• Integral Backbox Meets Or Exceeds ASTM E84 Flame  
  & Smoke Test with 3 Hour Burn Rating (UL 181)

• Signature Series™ Has Incredible High-Fidelity Audio Quality
• Available in Custom Colors (Add -CC After Part #)
• Optional T-Bar for Use with Mounting Lay-In Ceiling Speakers (V-
TBAR)

Easy Lay-In Installation  
Replaces a 2’ x 2’ Tile
(Or Half of a Tile)

   
  One-Way Talkback Dual-InpuT

1| x 2|  White V-9021

2| x 2|  White V-9022a-2 V-9062 V-9028
European Version: 
600 mm x 600 mm  White V-9022a-2-ec 

High-Fidelity Sound Signature Series™: 
2| x 2|   White 

V-1422

High-Fidelity Sound Signature Series™ European Version: 
600 mm x 600 mm One-Way  White V-1422-ec

Lay-In CeILIng Speaker W/BaCkBOx

Lay-In CeILIng SpeakerSlOuDSpeakeRS:
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Assures the Value  
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